Bruchkraft aulissiger | Gelenkfléche | rechnerisch | ’“"“’i“’:‘e Teiling  |lichte Weite| Bolzen® | Buchsen @ | Rollen Typ B | Rollen Typ © Rollen Typ D Laschen Gewicht
Artikelnummer FB min. Kettenzug a ks pi P b, d, d, dy dg ds dg b, by sfs,; hy h, hy

(N) (N) (mm?) (N/mm?) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) {mm) (mm) (mm) (mm) (mm) kg/m
FV40A40 40.000 6.700 240 6 279 40 180 10,0 150 185 220 30 26,0 21
FV40B40 40.000 6.700 240 6 279 40 180 10,0 20,0 185 220 30 260 30
FV40C40 40.000 6.700 240 6 279 40 180 100 320 185 220 30 26,0 47
FV40A50 40.000 6.700 240 6 279 50 180 100 150 185 220 30 26,0 25
FV40B50 40.000 6.700 240 6 279 50 180 100 20,0 185 220 30 26,0 27
FV40C50 40.000 6.700 240 6 279 50 180 10,0 320 185 220 30 26,0 41
FV40D50 40.000 6.700 240 6 279 50 18,0 100 40,0 48,0 185 220 30 26,0 53
FV40E50 40.000 6.700 240 6 279 50 180 100 320 185 220 30 350 220 48
FV40A63 40.000 6.700 240 6 279 63 180 100 150 185 220 30 26,0 22
FV40B63 40.000 6.700 240 6 279 63 180 10,0 20,0 185 220 30 26,0 24
FV40C63 40.000 6.700 240 6 279 63 180 10,0 320 185 220 30 260 34
FV40D63 40.000 6.700 240 6 279 63 180 100 400 48,0 185 220 30 26,0 46
FV40E63 40.000 6.700 240 6 279 63 180 100 320 185 220 30 350 220 41
FV40A80 40.000 6.700 240 6 279 80 180 10,0 150 185 220 30 26,0 2,0
FV40B80 40.000 6.700 240 6 279 80 180 10,0 20,0 185 220 30 26,0 22
Fv40C80 40.000 6.700 240 6 279 80 18,0 100 320 185 220 30 26,0 30
FV40D80 40.000 6.700 240 6 279 80 180 100 400 480 185 220 30 26,0 39
FV40EB0 40.000 6.700 240 6 279 80 180 10,0 320 185 220 30 350 220 45
FV40A100 40.000 6.700 240 6 279 100 180 10,0 150 185 220 30 26,0 18
FV40B100 40.000 6.700 240 6 279 100 180 10,0 20,0 185 220 30 260 20
FV40C100 40.000 6.700 240 6 279 100 180 100 320 185 220 30 26,0 26
FV40D100 40.000 6.700 240 6 279 100 180 100 400 480 185 220 30 26,0 34
FV40E100 40.000 6.700 240 6 279 100 180 10,0 320 185 220 30 350 220 32

Wir machen lhre Kettenanwendungen profitabler.




