hik kfl mt"“"""' Teilung lichte Weite| Bolzen @ | Buchsen @ | Rollen Typ B | Rollen Typ C Rollen Typ D Laschen Gewicht
Artikelnummer FB min. Ketlenzeg 2 ks Pl P by 4 d; & s d d be by /s hy hy hs
™) ) () (Nime) (o) ) [ o) [ mm) | (o) o) | (o) [ o) | oy [ o) [ ) | o) [ o) | ) | kg |
FV90A63 90.000 15.000 430 6 306 63 25,0 140 200 26,5 310 5.0 350 57
FV90B63 90.000 15.000 430 6 306 63 25,0 140 30,0 26,5 310 5.0 350 69
FV90C63 90.000 15.000 430 6 306 63 25,0 140 48,0 26,5 310 5.0 350 10,0
FV90E63 90.000 15.000 430 6 306 63 25,0 140 48,0 26,5 310 5.0 450 275 110
FV90AB0 90.000 15.000 430 6 306 80 25,0 140 20,0 26,5 310 5.0 350 46
FV90B80 90.000 15.000 430 6 306 80 25,0 140 30,0 26,5 310 5,0 350 54
FV90C80 90.000 15.000 430 6 306 80 25,0 140 48,0 26,5 310 5,0 350 80
FV90D80 90.000 15.000 430 6 306 80 25,0 140 63,0 730 26,5 310 50 350 13
FV90ES0 90.000 15.000 490 6 306 80 25,0 140 48,0 26,5 310 50 45,0 275 93
FV90A100 90.000 15.000 490 6 306 100 25,0 140 20,0 26,5 310 5,0 350 43
FV90B100 90.000 15.000 490 6 306 100 250 140 30,0 26,5 31.0 5.0 350 50
FV90C100 90.000 15.000 490 6 306 100 25,0 140 48,0 26,5 310 50 350 71
FV90D100 90.000 15.000 490 6 306 100 25,0 140 63,0 730 26,5 31,0 50 350 99
FV90E100 90.000 15.000 490 6 306 100 25,0 140 48,0 26,5 31,0 50 450 275 83
FV90A125 90.000 15.000 490 6 306 125 25,0 140 20,0 26,5 31,0 5,0 350 40
FV90B125 90.000 15.000 490 6 306 125 25,0 140 30,0 26,5 31,0 50 350 46
FV90C125 90.000 15.000 490 6 306 125 25,0 140 48,0 26,5 310 5,0 350 62
FV90D125 90.000 15.000 430 6 306 125 25,0 140 63,0 730 26,5 31,0 5,0 350 84
FV90E125 90.000 15.000 450 6 306 125 25,0 140 48,0 26,5 31,0 5,0 450 278 74
FV90A160 90.000 15.000 430 6 306 160 25,0 140 200 26,5 310 5.0 350 38
FV908160 90.000 15.000 430 6 306 160 25,0 140 30,0 26,5 310 5.0 350 42
FV90C160 90.000 15.000 430 6 306 160 25,0 140 48,0 26,5 310 5,0 350 55
FV90D160 90.000 15.000 430 6 306 160 25,0 140 63,0 730 26,5 310 5.0 350 72
FV90E160 90.000 15.000 430 6 306 160 25,0 140 48,0 26,5 31.0 5.0 450 275 65
FV90A200 90.000 15.000 490 6 306 200 25,0 140 200 26,5 310 5,0 35,0 35
FV90B200 90.000 15.000 490 6 306 200 25,0 140 30,0 26,5 310 50 350 39
FV90C200 90.000 15.000 490 6 306 200 25,0 140 48,0 26,5 31,0 50 350 49
FV90D200 90.000 15.000 490 6 306 200 25,0 140 63,0 730 26,5 310 5,0 350 6,0
FV90A250 90.000 15.000 430 6 306 250 25,0 140 200 26,5 310 5.0 350 35
FV90B250 90.000 15.000 490 6 306 250 25,0 140 30,0 26,5 31,0 50 350 38
FV90C250 90.000 15.000 490 6 306 250 25,0 140 48,0 26,5 31,0 50 350 46
FV90D250 90.000 15.000 490 6 306 250 25,0 140 63,0 730 26,5 31,0 50 350 54

Wir machen lhre Kettenanwendungen profitabler.




